
Annex No. 2 
Technical Specification
Purchase of Industrial Two-Sided Worktables (TSD)

	Parameter
	Requirement

	THE PARTICIPANT shall provide information or proof against each requirement.
	

	Quantity
	4 pcs. – Industrial Two-Sided Worktables (TSD) for common/shared processing tasks.

	Purpose
	To serve as a high-capacity, two-sided processing surface for simultaneous work by multiple employees in food processing areas (e.g., cutting, portioning, sorting). Optimizes space and workflow.

	Standard Dimensions (Medium Size - per unit)
	

	* Total External Width (Length)
	2000 mm – 2020 mm.

	* Total External Depth
	1200 mm – 1250 mm (double sided).

	* Total External Height
	900 mm – 910 mm.

	Construction Material
	

	* Structure
	Entire structure, legs, and worktop must be constructed from Stainless Steel DIN 1.4301 (AISI 304).

	* Hygiene
	Robust design with a smooth surface ensuring easy cleaning and compliance with HACCP, IFS, and NSF standards.

	Worktop Configuration
	

	* Design
	Must be a two-sided working platform (designed for two rows of workers facing each other).

	* Tabletop Material
	Solid stainless steel tabletop (30 mm thickness recommended).

	* Edge/Splashback
	Worktable must be supplied without a raised back edge (splashback), or the height must be uniform across the perimeter.

	* Accessories (Integration)
	Must be designed for the easy integration of standard accessories, such as knife baskets and Eurobin placement.

	Base and Stability
	

	* Legs
	Must be equipped with adjustable legs for stability on uneven floors.

	Complete Functional Set (Mandatory)
	The Supplier must ensure the delivery of four fully assembled and functional worktable units. The offer must explicitly include:

	
	• The specified stainless steel structure.

	
	• CE Declaration of Conformity for the product.

	Guarantee
	Minimum 24 months full manufacturer or supplier warranty.



