
Annex No. 2
Technical Specification
Purchase of Industrial Commercial Fly Traps 
	Parameter
	Requirement

	THE PARTICIPANT shall provide information or proof against each requirement.
	

	Quantity
	11 pcs. – Industrial Fly Traps (Glueboard Technology).

	Purpose
	Hygienic and effective control of flying insects in sensitive areas such as food preparation areas, industrial kitchens, factories, or warehouses that may require routine washdowns.

	1. Technical Specifications
	

	* Light Output
	40 Watt total UV output.

	* Tube Type (Mandatory)
	Must use shatterproof tubes (with FEP coating or equivalent) for hazardous and sensitive areas (food zones).

	* Coverage Area
	Suggested area coverage: 120 m2..

	* Catch Method
	Glueboard technology (must be designed for use with pheromone impregnated glueboards with UV stabilisers).

	2. Construction and Hygiene (CRITICAL)
	

	* IP Rating (Mandatory)
	IP65 certified (Dustproof & Splashproof), making it safe for use with low-pressure water jets (hosing down).

	* Material
	Robust stainless steel construction.

	* Dimensions (L x W x H)
	640 mm – 660 mm (W) x 350 mm – 360 mm (H) x 150 mm – 160 mm (D).

	* Mounting
	Flexible design suitable for ceiling-suspended, wall-mounted, or discreet mounting.

	* Voltage
	230V, 50 Hz (Must be hard-wired due to IP rating).

	3. Complete Functional Set (Mandatory)
	The Supplier must ensure the delivery of eleven fully functional units. The offer must explicitly include:

	
	• The complete stainless steel unit and chassis.

	
	• Shatterproof UV tubes (40W total output) for each unit.

	
	• A set of starter glueboards for immediate operation.

	
	• Installation materials and final utility connections.

	
	• Commissioning and comprehensive staff training.

	Documentation
	To be supplied in Latvian or English: user manual, electric diagram, maintenance instructions, and CE Declaration of Conformity.

	Guarantee
	Minimum 24 months full manufacturer or supplier warranty.



