
Annex No. 2
Technical Specification
Purchase of Industrial Electric Counter-top Clam Griddle

	Parameter
	Requirement

	THE PARTICIPANT shall provide information or proof against each requirement.
	

	Quantity
	1 pc. – Industrial Electric Counter-top Clam Griddle (Flat Upper Plate).

	Purpose
	High-speed cooking of food products such as steaks, burgers, chicken, and other meat products. The method of cooking from above and below locks in flavor and reduces shrinkage. Designed for busy commercial kitchens.


	Operational Specifications
	

	* Cooking Speed
	Must cook food up to three times as quickly as a standard griddle.


	* Temperature Control
	Must use precise thermostatic control for consistent and economical operation.


	* Upper Plate Type
	Must feature a flat upper plate.


	* Production Rate (Reference)
	Capable of cooking 320 x 113g (4oz) frozen burgers per hour.


	* Timer
	Includes a digital timer on each clam plate to ensure repeatable results.


	Technical & Energy
	

	* Max. Connected Load
	
17.0 kW – 17.5 kW.


	* Electrical Supply (Voltage)
	
400V.


	* Phasing
	Must be 3-phase (implied by power distribution/L1/L2/L3 in technical data).


	External Dimensions
	

	* External Width (W)
	
790 mm – 810 mm.


	* External Depth (D)
	
735 mm – 755 mm.


	* External Height (H)
	
335 mm – 355 mm.


	Construction & Maintenance
	

	* Type
	Counter-top unit.

	* Material
	Durable construction suitable for commercial use.

	* Required Lines
	
No water line required. No drain line required.


	Complete Functional Set (Mandatory)
	The Supplier must ensure the delivery of a fully functional unit, complete with the clam mechanism, digital timer, thermostatic controls, and necessary accessories. The offer must explicitly include:

	
	• All internal electrical components and heating elements.

	
	• Installation materials and final utility connections.

	
	• Commissioning and comprehensive staff training.

	Documentation
	To be supplied in Latvian or English: user manual, electric diagram, maintenance instructions, and CE Declaration of Conformity.

	Guarantee
	Minimum 24 months full manufacturer or supplier warranty.



